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1 Introduction

InkCenter is an ink zone preset calculator based on TIFF-file or CIP3-file input.
InkCenter is normally part of the ControlCenter workflow system, but may also
operate as stand-alone as ink preset calculator for other systems.

Input files often come as copies of plate image files - typically TIFF 1-bit files.
However, InkCenter also accepts contone TIFF (8-bit) files as well as CIP3 files. For
a complete list of valid input file formats, see section 3.1.

InkCenter is based on hot-folders and naming conventions for detecting files. The
output of InkCenter depends on the press control system — many different formats
exist for ink zone information.

The following output formats are currently supported by InkCenter:

e EAE (various versions)
e ABB MPS (requires CTP-interface from ABB)
e ScanDrive Orrke
e Honeywell Printa
¢ Rockwell PlantView (e.g. for GOSS)
e CIP3/CIP4 (eg for. MAN Roland Pecom, EPG, Heidelberg, Peretta)
e Monigraf RP2

i - OutputCenter

Smema . InputCenter (output)

RIPs l

giilll

InkCenter Press Control

System

System diagram showing a typical ControlCenter application with InkCenter at the
printing site. InkCenter receives a copy of each final bitmap generated by
OutputCenter. Upon calculation the ink zone data is transferred to the press control
system
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InkCenter includes the following configurable options for ink zone data generation:

e Zone calculation based on number of zones, zone width and offset to first
zone

e Optional split of panorama data into two broadsheet files.

e Handling of odd-sized gutter zone for panorama plates.

e Template-based output format (‘skeleton-files’) ensures easy adaptations to
changes in ink-format.

e Plate bend data (e.g. ID-texts and graybars) may be omitted in calculations

e Linearization of output data per process color (‘color curves’).

e Preview files (typical JPEG) may be generated for visual inspection of zone
data

e Backup of incoming and outgoing files for quick re-transmission or re-
generation of zone data.

¢ Reports status to MonitorCenter application.

The Enterprise version of InkCenter further allows color soft-proofs of the full flats
in the press-room. The flats (paired pages) are viewed in a dedicated
PlateViewer application with product navigation (tree).

Soft-proofs of flats allow electronic page check in the press room, eliminating
paper proofs for content and color checks.

; | PlateViewer

E ; PlateViewer

InkCenter

PlateViewer

Ink files e

—  Press Control

InkCenter Enterprise version allows plate softproofs to be viewed in the press
rooms with dedicated PlateViewer client applications

INFRALOGIC APS 7
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1.1 Dataflow

The dataflow is a simple folder-to-folder flow. Each defined input hot-folder has a set
of processing rules and output folder attached. A naming recognition scheme will
extract e.g. publication, edition, section, page number and color from the file name
or from within a certain tag inside the file. The data will be used when generating the
final output file.

Press Control

| —{Input setup |—] Ink setup l > de
receive folder

Input folder on l

InkCenter Optional ~ Optional
preview file  backup

Data flow from InkCenter input folder to press control. Each input folder has a
naming convention and ink generator method attached. This allows multiple input
folders with different processing rules, e.qg. for different plate formats.

Optionally InkCenter can generate a preview file (jpg/pdf) of each plate. Future
releases of ControlCenter will allow viewing of ink zone previews in web browsers
based on the preview files.

1.2 Requirements

InkCenter requires a Pentium-based PC running Windows XP, Vista, Windows
2000/2003/2008. A minimum of 256MB (Enterprise 512MB) is required and a
mirrored disk system is recommended.

One USB port must be available for system dongle (software protection unit).

1.3 About this manual

This user manual includes the required details for installing, configuring and
operating the InkCenter system. The following chapter outlines the installation
process. Make sure you have the installation CD and required dongle ready prior to
installation.

INFRALOGIC APS 8
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2 Installation

21 Firsttime installation

InkCenter ships with an installation CD and a USB dongle. Insert the CD and wait
until the main installation program pops up. If nothing happens it is because your PC
is configured not to autorun CDs. In this case browse to the CD and double-click on
the Autorun.exe file.

[ InfralLogic Software Installer

InkCenter Enterprise Installation

r_ Install InkCenter ) fInstaIIs the InkCenter Enterprise ink zone calculator application Dn\
the PC.
The Enterprise version allows preview generation of press sheets,

-
\Install Stand-alone DI%]

-
| Install Plate\t'iewer:]

S oy
4 ™

Plateviewer is the soft-proof client allowing inspection of

User Manual :]

; color-combined press proofs of sheets and sheet-separations.
Web Site :]
- PlateViewer can be installed on up to four PCs with network conne
[ Browse CD :] to the InkCenter PC.
' .
| Exit :]
e A

() Copyright 2005 Infralogic ApS

Auto-start install welcome screen. Note that Stand-alone DB and
PlateViewer applications are only available in the Enterprise version.

2.1.1 Installing InkCenter

The InkCenter application must be installed at the printing site with network access
to the press control system.

INFRALOGIC APS 9
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InkCenter - InstallShield Wizard

Select installation type.

InstallShield | < Back | | Mext > | | Cancel |

Select if InkCenter is to be installed as stand-alone or integrated
application.

The installation program will present a set of default options which are
recommended. The location of the executable files is in the folder .\Program
Files\InfraLogic\InkCenter.

In case InkCenter is part of the ControlCenter system the location of the system
server and data root folder must be entered. You will be prompted for the server-
name (or IP address) and the share name of the data root folder on the server
(CCdata is default).

In stand-alone mode database access is required only for the Enterprise version.
Enterprise ships with a small MSDE (SQL server Desktop Edition) required for the
plate view system.

After successful installation a shortcut to InkCenter is placed on the desktop. By
default the installation program creates an input folder (c:\inkinput) and two input
configurations (called Broadsheet and Panorama) with EAE ink generation. The
configuration of the input queues and ink calculation method is handled within the
InkCenter program (see section 3)

The last step in the installation will automatically install the HASP dongle driver (USB
version).

INFRALOGIC APS 10
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InkCenter - InstallShield Wizard

The application needs information about the server

SR CCSERVER
LR CCdatd

InsteallShiield I < Back “ Mext > ‘ I Cancel ‘

In case InkCenter is part of ControlCenter, the installation program prompts for the
server name and data root folder share which was defined during the installation of
the database. Contact the system administrator if these settings are not known.

2.1.2 Stand-alone database installation (Enterprise version only)

Systems running without ControlCenter page management requires a small

database to keep track of preview files. Click Install Stand-alone DB to launch the

% InkCenter DB Installer X|

This pragram installs the Microsoft MSDE database on the computer i_ﬁ

and sets data defaults

1. Install MSDE SQL Engine
[ Use existing SQL Server

Location of executable Files (parent Folder For fhinn)

| Ci\Proaram Files\Microsoft SGL Server]

Location of data files {parent folder for jData)
| C:\Program Files\Microsoft SGL Server),

DE Username DE Password
| am——

|sa

Instance name will be:  infralogic Install MSDE

r 2. Install InkCenter database

Database name

Go

IILL

InkCenter

MSDE database installer. Click Install MSDE and then the
Go button to install the database with default settings

INFRALOGIC APS
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database installer. InkCenter Stand-alone Enterprise may use an exsiting SQL
Server if available. In such case check the option Use existing SQL Server and
Press Go to create database and tables on the SQL Server.

2.1.3 PlateViewer installation (Enterprise version only)

PlateViewer must be installed on PCs in the press-room (typically). Simply click the

INFRALOGIC APS 12
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3 InkCenter usage

3.1 Introduction

InkCenter absorbs the ripped flats (digital plates) or other input files by monitoring
one or more output folders. The input files are usually obtained as copies of files
used for final plate/film exposure. The following file formats are accepted by
InkCenter:

- 1-bit TIFF in any resolution — uncomressed, Packbits (RLE), LZW, G3 or G4
compressed

- 8-bit TIFF in any resolution - uncomressed, Packbits or LZW compressed

- CIP3 files with data encoded AsciiHex, Ascii85 or binary. Data may be
uncompressed or Packbits (RLE) compressed. CIP3 files may come one color
per file or as files with all colors combined.

The source of the files is usually other workflow systems or RIPs. Each input source
folder is a hot-folder for InkCenter with an associated configuration known as the
Input Queue Configuration. This configuration dictates the input folder location,
expected file naming convention and — most importantly — the ink preset output
configuration to use for calculating ink zones and delivery to the press control
system.

InkCenter may be configured to store all incoming files in a central file folder and
store optional ink preview files (jpegs) in separate folders as well. Moreover
InkCenter may also store a backup of the resulting ink zone files for quick re-
transmission.

Any ink file produced will be transferred to the press control system. The
transmission is normal LAN file copy (NetBIOS) or FTP transfer.

INFRALOGIC APS 13
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3.2 Basic usage

InkCenter is meant to run unattended on a PC with network access to the file
sources (e.g. RIPs). The program is capable of auto-starting the folder scans when

L InkCenter E"Eg|

i Ele Acton Log Wiew Help

Dok

Input folders Input progress
HEIES L Time since last poll  0o:12

Yo Yo Queueing jobs
Average files/min -~ 5.5
Searching Cilinkinput\Broadshe: | Eo

Total files stored
Broadsheet Fanorarma
Ik generation progress

Waiting: 1 Waiting: 0 Disk usage ROEYVREVB free
barsen_a-Yellow-1.bF (-3 bors [ T

¥ | EventTime Status Folder Job Color InkSetup Message InkFile: 5
o 20:33:38 d " chinkinputiBroadsheet borsen_06-Yellow-1.tf  Yellow Broadsheet  Initial version barsen-1-06-Y.csz
 20:E9:39 | Cihinkinput\Broadsheet borsen_07-Black-1.tif Broadsheet  Initial version horsen-1-07-.cs2
o 20:39:41 J CnkinputProadshest  borsen_07-Cyan-Ltf  |Gyan Broadshest  Initial version borsen-1-07-C.csz
o 20:3m42 € yinkinput\Broadshest borsen_07-Magenta-1.4f  |MSGENGEIIN Broadshest  Initial version borsen-1-07-M.cs2
‘( 20:39:43 Chinkinput\Broadsheet borsen_07-Vellow-1.tif ellow Broadsheet  Initial version borsen-1-07-Y.csz
CyinkinputiBroadshest horsen_08-Black-1.tif Broadshest  Initial version horsen-1-08-. cs2
|| Ciinkinput\Broadshest barsen_08-Cyan- 1.t Cyan Broadshest  Initial version
| C\inkinputiBroadshest borsen_08-Magenta-. [SGEREIN troadshest  Initial version
) C:hinkinputiBro £ by ng
Transferred C inkinputBroadshest borsen_09-Black-1.tif Broadshest  Initial version
Transferred ChinkinputiBroadshest borsen_09-Cyan-1.tif Cyan Broadshest  Initial version borsen-1-09-C.csz
o 20:E9s1 Transfarred CyinkinputiBroadshest horsen_09-Magenta-1.tf  |FSGENGEMN broadshest  Initial version horsen-1-09-M.csz
Q/ 20:39:52 Transferred ChinkinputiBroadsheet borsen_09-Vellow-1.tif Vellow Broadsheet  Initial version borsen-1-09-Y.csz
& 20:40:28 Transferred | C:\inkinputiBroadshest borsen_32-Black-1.tif Broadshest  Initial version borsen-1-32-k.csz
o 20:42:15 Transfarred Cyinkinputiroadshest horsen_33-Black-1.tif Broadshest  Initial version horsen-1-33-.cs2
o 20:40:48 Transfarred CyinkinputiBroadshest horsem_35-Black-1.tif EETE :oacchest  Initial version horsen-1-35-K. csz
& 204101 Transferred € yinkinputiroadshest borsen_S2-Black-1.tif EEN :oacshest  Initial version borsen-1-52-.cs2
Q/ 20:41:17 Transferred ChinkinputiBroadsheet borsen_S2-Cyan-L.tif Cyan Broadsheet  Initial version borsen-1-52-C.csz
o 20:41:19 Transfarred Cyinkinputiroadshest horsen_Sz-Magenta-1.tF  |MSGENEEMN Broadshest  Initial version horsen-1-52-M.cs2
J 20:41:21 Transferred ChinkinputiBroadshest borsen_52-vellow-1.tif Veliow Broadshest  Initial version borsen-1-52-Y.csz
o 204206 Transferred € yinkinputiroadshest borsen_S3-Black-1.tif Broadsheet  Initial version borsen-1-53-.cs2 3
Errar log
% | Tire Errar Folder File: Calor InkSetup Message InkFile

For Help, press F1 - [l

InkCenter main user interface with the folder panel (top left), the progress panel (top
right), the file log (middle) and the error file log (bottom).

the application is launched. However, the scan can be manually started and stopped
also. Each monitored folder can be enabled/disabled in order to allow input from
certain sources to be held back if required.

Once started two processes goes on continuously — the input folder search and the
ink zone calculation. The latter will resample and analyze incoming tiff files.

The main user interface is divided in three parts — the folder panel, the log list and
the error list.

3.2.1 Input folder panel

On the top left hand side the hot-folders are shown. Clicking on a hot-folder icon will
enable/disable folder from the scanning process. A red stop sign indicates that the
folder is not used.

INFRALOGIC APS 14
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3.2.2 Progress panel

The top right hand panel is informational only. It shows the current job in progress,
the last ink preview made and some general statistics on files stored in the system.

3.2.3 Log-list panel

The middle panel shows the list-based log of file separations being polled and
processed for ink information. Log lines can be selected using the mouse in order to
purge files, re-generate zone data or re-transfer zone data to the press. This is done
by right-clicking on the selected log lines.

The list shows the status of each separation (Queued, Analyzed, Transmitted or

Error).

¥ | EventTime Status Folder Job Colar InkSetup Message InkFile
af 20:39:38 Transferred Chinkinput\g,..  borsen_06-ellow-1.1f rellow Initial version borsen-1-06-.csz
& 20040 Transferred ChinkinputhB...  borsen_07-Black-1.6f Initial version borsen-1-07-K.csz
o 20:30:41 Transferred .. borsen_07-Cyan-1.tf Cyan Initial version borsen-1-07-C.csz
o 20:39:42 Transferred

Initial version borsen-1-07-M.csz

20:39:43 Transferred S borsen-1 52
o 20:39:44 Transferred . & | Re-generate ink file borsen-1-08-K.cs2
& 20045 Transferred ChyinkinputtB...  borsen_08-Cyan-1.tif 585 Re-transmit ink file borsen-1-08-C.csz
qf’ 20:39:46 Transferred CAinkinpUt\e...  borsen_08-Magerta- 1.tif & W borsen-1-08-M.csz
:/ 20:42:34 Transferred Chinkinput\g,..  borsen_08-rellow-1.1f rellow eewn | borsen-1-08-Y.csz
Q)/” 2042020 Transferred Chinkinput\e...  borsen_09-Black-1.4f <3 Wiew ink preview horsen-1-00-K.csz
o 20:39:50 Transferred Chinkinput\e...  borsen_09-Cyan-1.4f Cyan Tnitial version borsern-1-09-C.csz
w7 Anan.E Tranefrwrad S Nl D o ANChASacetao1 HE TR Taitinl wrwricun hrwrenod ARk Fee

Select and right click in the log list to bring up the menu for manipulating jobs.
The ‘Re-generate ink file’ option may be used in case another ink profile must
be applied to pages already analyzed.

3.3 Error handling

Files are checked before they are moved into the system folders. Any file with errors
are moved to the error folders and shown in the error log at the bottom of the main
user interface. Errors related to files may be categorized as follows:

Naming error
File name does not correspond to the defined naming convention (see Input
queue configuration section). A typical naming error is missing separators.

Color error
Color name is unknown according to the color naming table (see configuration
section)

File corrupt
The TIFF-tag check failed or CIP3 parsing failed

File error
File cannot be moved into storage directory. This is a severe error that may stem
from bad configuration, network problems or disk problems.

INFRALOGIC APS 15
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Error log
7| Time | Error | Folder | File | Color
Unknown color | C:\test\tiffin | borsen_03-xox-1.tif |xcx (?

¥ 11:49:48 WGEII R BT ~C\test\tiffin  borsen_03-xca-1.tif  xca (?) Editflerzmz..
<3 View file..

Rename error-file

| Proof | Message

<_ . Input folder ‘ C:\test\tiffin

Naming mask ‘%j-%c—%x.tif Separators I:I

Original name ‘ borsen_03-xcx-1.tif

New name ‘ borsen_03-black-1.tif

¢+ Retry ¥ cancel

Errors may be corrected manually by right-clicking in the error list. The pop-up menu
gives the options to rename the file manually, re-try the polling, showing a preview of
the file or deleting the file.

3.4 PlateViewer client (Enterprise version only)

PlateViewer is the client used for inspection of plate soft-proofs generated by
InkCenter. Plate soft-proofs are color combined (composite) view files in a user-
defined resolution and color configuration. The soft-proofs are viewed as combined
colors and as plate separations. Also, bar charts generated by the ink zone

¥ PlateviewCenter

Settings [3= Refreshfiter % Refreshimages

Filter
“Location
" Bl

Date
25072005 - ‘
=] 29-07-2005
=l BJCalarliner
[+ &Y BIZD BJFINAL
[+ @Y MAIN BJFIRST
8L MAIN BIFINAL
= 8L METD BJFINAL
%L METCBJFINAL

INFRALOGIC APS
PlateViewer has product navigation on the left hand side and plate thumbnails on the

right hand side. Click a thumbnail to view it in full screen mode.
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generator can also be viewed.

The PlateViewer user interface is divided in a product navigation view on the left
hand side (tree structure) and a thumbnail gallery on the right hand side. Select a
date in the date filter and the product to view in the tree and the available plate view
files will be shown as a thumbnail gallery. Click a thumbnail to view the actual plate
image in an image zoom dialog.

" Tse | it Fitto screen
-

22 thehia cnay:

@A =
=.
=

Metra Food for
Classifieds @ needy kids 85
Pullout nsida ¢ >
>S’h7ryunpagt$23(3 2
g
H
F
3
DATE 3rd August 2003 (Sunday) TIME 7.30am :‘
VENUE Kompleks Sukan Majlis Perbandaran Subang Jaya, s
Subang Jaya, Selangor Darul Ehsan 2
Gollection of Mumber Tags/Reparting Gard and T-shirt will be on: g
Date ¢ HUOLE el At Qs |
1 d Au ns'lm rn-w: 10,008 to 5.09pm 5
Yorue sl g oyt Prsirn Porpoan |
i
‘\
8
8
- LIMKOKWING ;
E \ y P
5 £
- 3
A% ONIVERSITY v
* E
: ULLl:Lv} Ul UU:A[]\’]: H:LHNOLO GY
603 - 78045220 Far: 603- 7805 -

TT'S ATT, ABOUT ACHTEVING SUCCESS

View of a sheet (here front). Click the tabs above the image to view individual separations.

By default the preview is fit to the screen size. To view details click the left mouse
button in the image to zoom in and click the right button to zoom out again.

Hold down the left mouse button to enable drag mode (showing a hand-like cursor).
Drag the image to pan around.

The quality of the previews is dictated by the soft-proof settings (see section 4.3). By
default the resolution is 100dpi using bi-cubic re-sampling.

On top of the plate image preview, tabs exist to view the individual color separations.
Each available separation may be viewed in its original color (e.g. cyan) or as black.
Each color can be configured to be shown as original process color or black
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Plate preview

Plateview | Zoneview |

(B - |||

1:1 Fitto sereen

<

A Taste of

By K. ANURADHA
Photos by LAl VGON LOONG

TASTE HAVEN,

16-00-01, Lorong Batu Nilam 1D

Bandar Bukit Tinggi

Klang

Tel: 03-3323 7332

ss hrs: Monday and Tuesday, Friday to
Sunday for Tunch and dinner. Closed on
Wednesday.

TH[RE are restaurants where you patronise

and eat amid conversation, and often the
conversation helps you endure the food.

AL Taste Haven, you can go through an entire
meal in silence, savouring the precious experi-
ence of tasty home-style dishes.

‘This outlet, located in the new township of
Bandar Bukit Tinggi in Klang, opened barely six
months ago. yet already makmg waves among
the Chinese community of Klan

Taste Haven has a café (un(epl with tasteful
light decorations that give it a relaxed, casual
ambience.

The Food that it offe
Generous portions of del

is another story.
ious, mouth-water-

ing one-dish meals await patrons, and to make
i better., service is prompr.

It specialises in home-style one-dish meals
that are easy 10 prepare, yet tasty and ideal for
the office crowd, which has barely an hour to
lunch,

The secret to those delicious meals like Red

There is a variety
of laksa dishes,
Curry Laksa (in

en e

Wine Mee Suah {apparently a Fook Chow deli-
eacy) lies with Auntie Lily Jong.

as operating a stall from her house at
Eng Ann in Klang, where she preparcd Holdkien
and Fook Ciow dishes 102 grovnglogal len-
tele

Edclie Sof was one of her patrons too and
soon saw the business potential behind Jong's
culinary skills.

“So I opened Taste Haven six months ago in
partnership with Jong’s daughter, Jang doesnt
caok here but she comes here aften to ensure
the recipes are ful\ow:ﬂ properly and the foad
tastes good.”

The ncstmmg dishes here include the Red
Wine Mee Suah, Red Wine Fried Rice and the
Fried Tapioca Mee, dishes you don't find every-

erc.

What would strike first timers to this place
most forcelully is the gencrous portions, the
rich wholesomeness and the fresh ingredients
use

Perhaps there is merit after all in locating this
restaurant in a coeastal town like Klang where
there is fresh sealood aplenty. Prawns, squid.
and fish are used liberally in the cooking.

The tapioca mee is quite an cxperience It Es
like the standard mee goring (fried mee) by
with plenty of ingredients and a \Imrsnckmcss.
due to the fact that it is made with tapioca flour.

Desserts seem interesting too. There is the
favoured Gui Ling Gao, Bird's Nest, Snow
Fungus with Lotus Seed, Water Chestnut with
Honey Syrup and of course Bubur Cacar.

St

Haven-ly dishes ;9 oo-

T —— EATING our

SHay, ;
NearBy GIANIU?S?D ﬂ. El
200 O

ngg) & 035 5

Pilg

By DERRICK VINESH

"ORE than 80,000 Cat
Mz i om
of life converged :

Anne's Church in Bukit Mer
the 10-day long St Anne’s |
Feast, which concluded on St

The pilgrims, who came fr
a5 Singapore, Thailand
Philippines. paid homage to 1l
nal grandmother of Jesus Chr
the annual celebrations,

They lit candles, offered flo
said prayers in renewal of the
vering faith in the saint for b
m\ememng their prayers.

r the weekend, drave
e Bobled ik ios
made a beeline secking alm

e chareh 0 ful personal
thanksgiving for prayers

een ansiere

The alms were later drof
the collection boxes of the
‘while petition and thanksgivi
were later burnt as offeri ngs.

Housewile Judy Lim, 60,

sought alms during the feas |

Saturday hoping for St Anne
cede for her family's good b
‘appiness,

The 157-year-old church, |
Shrine of St Anne, and the RV
Anne’s Sanctuary looke
were floating in a sea of lights
sands of peaple took part in

k|

Zoomed in plate preview. Use left/right mouse buttons to zoom in/out. Hold down button

to pan around (drag mode).

Plate preview

Plateview Zoneview ‘

| [P

27%
21%
17%
14%
12%
7% e
8 7 6 5 4 3 2
00000382.KP.

[l

Ink bar charts are accessed using the top tab

At the very top select Plateview or InkView to view the plate image or the ink zone
bar charts.
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4 Configuration

InkCenter can be configured as stand-alone module or as integrated part of the
ControlCenter workflow system. In stand-alone mode database connections are not
required. As integrated part of ControlCenter, InkCenter can automatically lookup
detailed job properties in the ControlCenter database, such as publication, edition,
section, page numbers, page orientations etc. This greatly simplifies naming
schemes. | simple unique plate ID number is the key to the plate identifications.

In the integrated configuration the TIFF file will be a copy of the plate file generated
by OutputCenter. Enable the Copy TIFF option for each template in the
OutputCenter template configuration. The target folder for the tiff copy will be the
input folder of InkCenter

OutputCenter

Copy of plate
image file

InkCenter

> —>

Integration with ControlCenter. ExposeCenter can generate a copy of the final
plate image as a TIFF file to InkCenter. Each ExposeCenter template has a
separate copy option so that files for different presses can be sent to separate
InkCenter input folders.

The system is configured using three different configuration dialogs: general
settings, input queue definition and ink generation definition.

4.1 General setting

System critical settings are accessed in the File->General Settings.. menu. The
configuration is stored and retrieved in the InkCenter.ini file and in the system
database.
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System folders and database connecticn

i 5% General settings
Settings for system folders, optional database connection and FTP copnnection foldersettings

System folders Database connection
Configuration folder | Use database connection /| Keep connection open always
c:\CCDATACCeonfi
[ [ al ODBCDSN  cC Browse..
Criginals folder (work folder for incoming files) | Keep files
Username 53
c:\CCDATANCCinkoriginalsl,
Password senne ﬁ
Ink file backup folder
c:\CCDATA\CCinkbackups' Backup database connection

Ink preview backup folder ODBC DSN CCBU

C\CCDATANCCinkpreviews, Username sa
Error folder Password LLLT L]
c:\CCDATA\CCinkerrorfiles
! ! \ Backup server
Work folder

C:\Public\InkCenter {TempFlats P Er R e

| Generate logfile Location name | Default -

Log folder
c:\CCDATA\CClogs),

Processname  INK

© o lolo o g o

Allow remote control Register process as backup InkCenter
/| Log events to database

Purging
Autodelete job older than 2 = days (0=disabled) Misc
| Autostart input polling
Perform autodelete between  18:00:00 = and  19:00:00 = 7] Bypass ping-test for folder access checks

7 }
Excel report generation Bypass transfer file-exists check

] Log irk samples for Excel-generation Execute command file on output re-connect

Report triger  When all plates done in run - Command file

Excel folder  ¢:\CCdata\CCInkReports), Units @) Milimeters Inches

Disable log menu

€, Help if’ oK | ¥ cancel |
L

When InkCenter is installed using the Setup program, a set of default folder
locations and a default ODBC data source are given and stored in the database (for
non-stand alone setup type). The folders and the data source can be changed in the
configuration dialog.

Configuration Folder
Folder for setup information (required).

Keep files
Enable to keep backup of input files in original folder.

Originals folder
File storage of all incoming tiff files. This folder function as work folder and backup
folder (required).

Ink file backup
Backup folder for already generated ink files. Backup copies are saved for easy
re-transmission to the press.

Ink Preview folder
Re-sampled per-plate jpeg files are stored here. These files are typically 72 dpi
files for visual ink zone inspection.
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Error folder
Any files not matching the input naming convention are moved to this folder

Work folder
Temporary folder holding intermediate files for combined preview generation. The
work folder is cleaned regularly using the Purging option (see below)

Generate log
Enable to log progress to an XML log file. This is required if ink logging is to be
shown in iMonitorCenter.

Log folder
Folder used for log xml files

General housecleaning is performed at intervals set by the Purging options:

Autodelete job older than..X days
Enter age in days for jobs to be deleted automatically. This will ensure that very
old jobs do not accumulate. Set to 0 days to disable autodelete. Autodelete will be
performed at a given time every day (usually outside hot hours). Enter time of day
as hour interval where auto-purging may be performed.

Perform autodelete between ...
Set the time interval where purging must occur. This interval should be in non-
production hours

Excel report generation (ControlCenter integrated InkCenter only)

Summarized reports of ink zone calculations can be generated using an external
windows service with connection to the ControlCenter database. Excel sheets may
be generated after the last plate file has been processed (default) or after each plate
file received (partial report generation).

The database connection is required for most ControlCenter Basic installation. The
configuration in InkCenter assumed the presents of an ODBC connection to the
database (see section 2).

ODBC DSN
InkCenter uses an ODBC connection for status communication. Make sure the
MSDE database’ is installed and an ODBC source is created on the database.

Username
ODBC user name

Password

' Described in section 2 Installation
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ODBC password

Keep conn. open
Recommended for installations where the database is located near the InkCenter
application (same LAN).

INFRALOGIC APS 22



CONTROLCENTER INKCENTER USER MANUAL

Ink Configurations

The ink configurations (templates) are managed through the File->Configure ink
generation menu.

New ink calculation templates can be defined here and existing ink templates are
listed and can be copied, edited or deleted. To change an existing proof click on the
setup in the list and press the Edit button

Define Ink Configuration

Sy Ink format configurations
Ay g

Edit or add ink preset generation configurations

Ink Setup i) Type Oukput Folder
EBroadsheet 1 EAE C:\output

< i

B e, | 4y Copy.. ] Edi., | T Delete |

€ Help if’ Close

The ink template configuration consists of six dialog pages.

4.1.1 Format page

The Format-tab describes the ink file format. Enter a unique setup name
(mandatory) and select ink format.

InkCenter is prepared for any ink file format because it is based on template files.
There are three template files:

1. Header template

2. Zone data template

3. Trailer template (optional)

Each of these templates is skeletons used for final ink file generation. InkCenter will
substitute identifiers in the ink template files and combine them for the final result.

Note that in case a panorama-file is to be split (see later), an optional header
template may be chosen for the second half (right half) file. This is required if e.g.
pagenumbers inside the inkfile are different for left and right side.

For CIP3/CIP4 output only the header template file is used.
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Ink configurations

% Ink fermat configurations
Inly ’
D Th

Set ink output Format

Output name Output Mame Translations Output linearization
Forrmat | Zone configuration CIP3 zettings Output destination

Ik configuration narme

Configuration narme |E-‘3-E Panarama

Irk file output settings

Olutpuit Farnnat | EAE -

Faormat master files

Template header file |E:\F'rogram FileglnfraLogichInfralogic InkCentel'\inktemplates\l| =

Second header file | | =
[Uszed for right/lower half if output is split]

Template zone file |E:\Program Files'\lnfraLDgic\InfraLogicInkEenter'\inktemplates\I| (]

Template trailer file |E:\F'rogram FileghInfraLogichnfralogic InkEenter'\inktemplates\I| =

Image manipulation

Ratate | Mo rotation ~ | Fotate even plates 180 degr. [ ]
[rrvert O

Firrar Fl

TIFF zeftings

Resalution |:| dpi

©,  Help J oK | ¥ Cancel |

Basic setting includes the name of the profile and the parameters for
ink format.

Below two example-header files are shown for native EAE format and CIP3. Note
the %-id fields. These fields are placeholders for information extracted from the
incoming tiff file name.

[PAGEIDENTIFIKATION]
TITLE=%t

FORM ID=%f
OBJECT=%p
EDITION=%e

EDITION GROUP=%1i
PRODUCTION STAGE=%s
DATE OF ISSUE=%d
PAGINATION=%1
COLOUR=%c

PLATE TYPE=%a
[ZONEDATA]

NR_OF ZONES=%n
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CIP3BeginSheet

/CIP3AdmJobName (%P-%E-
/CIP3AdmSheetName (%G) def
/CIP3AdmCreationTime (%Y)

/CIP3NewspaperPlateType /Broadsheet def

/CIP3NewspaperPageInfo

[ << /AbsoluteBroadsheetPage %1
/PageType /Broadsheet
/PageSection (%S)
/PageNumber (%1)

>> ] def

%5-%1-%C) def

def

/CIP3AdmMake (InfraLogic ApS) def
/CIP3AdmSoftware (InkCenter) def
/CIP3AdmSheetlLay /Left def

/CIP3AdmPSExtent [%( cm %) cm]
/CIP3TransferFilmCurveData [ O.

def
0 0.0 1.0 1.0 ] def

/CIP3TransferPlateCurveData [ 0.0 0.0 1.0 1.0 ] def

Header-file identifiers are as follows:

ID Description (from input file)

%p Publication name

Y%i Issue

%e Edition

%s Section

Yot Title

%d Publication date (format specified separately)

%cC Color

%a Plate type ID

Yf FormID1

Yot FormID2

%1-%8 Page number fields

%j Complete input job name

%n Number of ink zones

%h Sheet side

%g Sheet number

%y Event time in format YYYYMMDDhhmmss
For CIP3 format is DD-MM-YYYY hh:mm:ss

%W Message sequence number — incremented on
every message

YoX Total number of pages in product (Orrke only)

Y%Kk Lowest page number in product (Orrke only)

%z Highest page number in product (Orrke only)

%q Head direction (Orrke only)

Y% ( Plate width in cm

%) Plate height in cm

%b FileTitle (filename without extension)
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%< ProductionName (from ControlCenter DB)
%> InkComment (from ControlCenter DB)

%" Press section number

Y%o{ Press time

%+ Plate name (from ControlCenter DB)

%m Press Comment (From ControlCenter DB)
%= Ink System ID (from ControlCenter DB)

NOTE: If the receiving system accepts only a maximum number of characters for
publication, section, edition etc. the number of characters can be restricted using a
angle-bracketed digit between %-sign and identifier symbol — example: %[3]p will
truncate long publication names to three letters only. Publication names less than
three digits will remain so.

Note that the abbreviation system can be used for identifier length control also
(translation of known incoming names to fixed size names).

For non-CIP3 formats the actual ink zone values are regulated by the zone template
file. Below is the standard EAE format for ink zone data. Note than only one line is
required. This line is repeated for each zone in the final output.

ZONES$z=%3v

Zone-file format is as follows:

ID Description (from input file)

%z Zone number as 1, 2,...

%2z Zone number as 01,02,...

%3z Zone number as 001,002,...

%3v Zone value as number between 0 and 999 (EAE
standard)

%2v Zone value as number between 0 and 100

%2.1v Zone value as number between 0.0 and 100.0

%2.2v Zone value as number between 0.00 and 100.00

The trailer-template does not include any id-strings.

In case incoming files are rotated, inverted to mirrored, the ink analyzer can revert
this for the calculation. Select the appropriate input processing parameters.

4.1.2 Zone configuration page

The zone configuration determines the calculation result (not used for CIP3/CIP4)
Set the Plate format to Broadsheet or Panorama and enter the press side plate type
identifier. Default is B or N for broadsheet and P for panorama.

INFRALOGIC APS 26



CONTROLCENTER INKCENTER USER MANUAL

The physical number of zones and zone width must be set.

INFRALOGIC APS

27



CONTROLCENTER INKCENTER USER MANUAL

Panorama gutter

For certain presses the gutter zone between plate halfs must be set for panoramas.
The gutter zone typically is narrower than the real zones. Set the Gutter Zone to
reflect this.

Note that even if there is a gutter zone defined, it may or may not be part of the
result. Check the option Ignore gutter zone in output file if the gutter should be
omitted.

Even if this option is selected make sure the total number of zones entered includes
the gutter (e.g. 13 zones resulting in 2 times 6 plus the gutter).

Zone offsets
When the plate is not aligned to a zone edge, it is necessary to enter an offset value.
This offset may be a positive or a negative number — see figure below.

For certain presses running broadsheet plates the offset to the first zone may be
different for the left and the right plate. InkCenter allows two offsets to be entered:
Offset for ‘odd’ plate and offset for ‘even’ plate. The terms odd and even refers to the
lowest page number on the plate.
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Ink configurations

Gum Ink format configurations

Set ink zone properties
Output name Output Mame Tranzlations Output linearization
Format Zone configuration CIP3 zettings Output destination

Plate definition

Plate farmat | Panarama w | Farmat type 1D

[] One zone per mm [ME TRIC mode)

Murnber of zones 21

4 ¥

lgnaore guiter zone in output file

.

Zane width [mm) 1

Gutter width [for panararma)

Left offset to even plate edge |-28 [Distance from start of firzt zone to plate.
Megative value allowed)

Left affzet to odd plate edge (12,82

[ 5plit panorama in two broadsheet files

)

] Revert values for left half

Irk, value rules

Threshald for opening (%] 01 Minimum value when open [°/o]

Flate bends

lgnare plate margins [bends] in calculation

Top bend ta ignore (mm) 13 Left bend ta ignare [mm) D
11 Right bend ta ignare [rmm) D

¥, Help Qﬁ” (a]4 ‘ 9 Cancel |

Bottom bend to ignore [mm)

Metric mode

Certain press control systems (e.g. EAE v. 2.1.x) allow zone data to be supplied
independent from the actual zone geometry. The ‘zone’ data can be supplied as
one-zone-per-millimeter with respect to the plate width. So if the plate is 330 mm
wide 330 zones may be supplied — one per millimeter. If the option One Zone per
millimeter (METRIC mode) is selected, the number of zones will be determined
automatically based on the plate image file.

Panorama split option

Certain presses will not accept panorama sized ink information because the control
system is based on broadsheet plate information only. In these cases panorama
plates must be fed as two broadsheet ‘plates’ instead. Set the Split option to perform
panorama-to-two-broadsheet conversion.
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Using the panorama split option affects the naming of ink files. The two files must
have unique names, usually by using different page numbers (reflecting left and right
side of the plate). Make sure to set the output names accordingly (on the output
name tab page — see later). Also make sure a header template for the right plate half
is selected (see section 4.2.1)

Plate Plate

Offset

(positive)

Zone width Offset Zone width
(negative)
Two different ink zone definitions illustrating the offset to first (left) zone.

Note that positive and neqative values are allowed for offset
Plate

Zone width
Gutter zone

A panorama plate may have a gutter zone which is not to be included in the
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If panorama split is enabled, a potential gutter zone must still be ignored (skipped).
This can be done by setting the offset of the right plate half (usually to half the gutter
zone width).

Some presses expect the zone numbers to grown from the outside in from both
sides. The option Revert values on right half will reverse the ink zone numbers for
right half so that zone 1 is on the right hand side and the last zone is to the left..

Plate bends

Due to plate furniture the data on the plate image may include barcodes, ID-texts or
other marks which are not to be included in the zone calculation. Enter the ‘margins’
(top,bottom,left,right) as distance from the edge of the plate to ignore in the
calculation.

Note that if the panorama split option is selected, the left and right margin is not
applied on the ‘inner sides’ (right side of left plate and left side of right plate).

Threshold and minimum value

Certain ink systems requires a threshold value to open an ink valve. Enter minimum
value causing a zone ink valve to open and enter the minimum value this valve can
have. Any calculated value above the threshold will be at least the minimum value
specified.

4.1.3 CIP3 format configuration

The CIP3/CIP4 Print-Production-Format (PPF) ink file is a separated preview
wrapped in a postscript-like structure. Even if this format is standardized though the
CIP4 organization a number of vendor-specific variations exist. Variations are mainly
related to the identification of the jobs (page numbers, publications etc) and to the
way colors are sent.

Newspaper presses generally expect one file per plate, that is, one per color
separation. Sheet fed presses requires one file holding all the color separations.
Some presses require that both front and back is combined in the same file.

The way colors are sent to the press can be controlled by the Colors per file setting.

The settings for media extend includes dimensions of the plate, press and paper.
For the majority of systems the media extends can be deducted from the incoming
file size (digital plate image). Check the As job, As plate and As press to use the
incoming size for all media extends.
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Ink configurations

tedia Extents

%‘% Ink fermat ¢onfigurations
Set CIP3CIPY specific settings
Jutput name Output Hame Translations Dutput linearization
Farmat Zone configuration CIF3 settings | Dutput destination
File generation
Target syztem | Generic CIP3 aystem b |
Colors per file () &l colors combined (%) One file per color
Encoding () A5CIHex () ASCIES
Campressian (&) Uncompressed (O Packhits compressed [RLE)
Preview resolution 50.8

Mewspaper CIP3 extensions

Include newspaper plate information

L¥
[include plate extent
Flate dimenzions Wwidth |:| Height |:|
[ Include press extent
Fresz dmenzionz Wwidth |:| Height |:|
[ Inchude paper extent
FPaper dimenzsions “Width I:l Height I:l

Flate edges to ignore

[]lgnore plate edges

Top margin to ignore [mm) I:I
Leftt margin ta ignore [rmm) I:I

Plate type | Broadshest

Bottam maragin to ignare [mm) I:I
Right margin to ignore [mm) I:I

@, Help

Qé” oK | ¥ Cancel ‘

Apart from the generic formats controlled by the template header file, the following
special CIP3 formats can be selected:

Man Roland PECOM: The file is delivered to the target system with an optional
synchronization file (.syc extention).

GMI: Special coding using the CIP3 newspaper addendum standard.

EPG (Essex Printing Group): The file is delivered in a subfolder with the product and
publication date as name.
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4.1.4 Output destination page

The transfer of the resulting ink files are defined by selecting target folder. The
transfer may be standard windows file copy or FTP transfer. Set login parameters
and test the connection.

If certain actions are required for transfer or registration of the ink files, a Post
processing command can be issued. This is used e.g. for communication with the
ABB MPS database.

For visual representations of the ink data, select the Generate preview.. option and
select format (JPEG, PS or PDF) and enter path for the preview folder.

In case previews are to be printed out, this can be obtained using the post
processing command for previews (e.g. copy to printer).

InkCenter Enterprise allows press soft-proofs to be generated from the high
resolution TIFF separation files. Enable the feature Generate composite preview
files of flats and configure the softproof generation in the Config softproof
generation menu (see section 4.3)
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Ink configurations

‘% Ink format configurations

%% Set output destination
Output name Output Mame Tranzlations Output linearization
Farmat Zone configuration CIP3 settings Output destination
Drestination
() Shared network folder [or local folder) () Remate FTP Sarver

Cutput folder | chinkoutputhEAE

Ilze current user for netwark, [re]connection

IJzer name | | Pazzword |

Test login
FTP server | | FTF user name |
FTP directamn | | FTP paszward |

FTP port I:I

Post processing

[] Execute post-processing command

)RR

Output command

IJze %F in command statement for file name

Generate preview files

Generate preview files of ink zones Format  |JPEG »

Ik, preview folder | c:\CCdatah\CCinkpreviews | i

[[] Generate report to default printer

[JiGenerate composite preview files of flats [ControlCenter onlyf

W Help 9;;?’ oK | ¥ cCancel |

4.1.5 Output name page

The naming scheme for the ink files may be of prime importance in order for the
press system to recognize the plate reference.

Set the output name using the %-parameters (e.g. publication, section, edition etc.)

Page numbers
Page numbers may be mapped from input file name to output file name.
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Ink configurations

% Ink format configurations
Eny 9
Dherffbed{Th

Set ouktput name

Farrnat Fane configuration CIF3 zettings Output destination
Clutput narme Output Mame Tranzlations Dutput linearization

REWIN]

Output narne definition FP-%0-%1-%C-%+%=-% 0oz |
Output name right half [ %P-20-22-20%+%=-%] cez |

Usge identifiers from list

%l Jabname [inputfile) %= InkSystemlD % Highest pagenumber

%C: Colomame %1: 1. pagenumber %4 Lowest pagenunber

%P Publication %2 2 pagenumber %0GE: Sheet number

%E: Edition &3 2. pagenumber %H: Sheetzide

E lzsue &4 4. pagenumber 2 Ewvent time

#%5: Section Zh B pagenumber i Msg ID [sequencial no)

%D: Pubdate %E: E. pagenumber %+ Platename

%F. FormiD [Flatzep) &7 7. pagenumber M Ordemumber

i FormlD2 %8 8 pacenumber %1 Production name

¥l Press time
[ ate format DDbAb [eg. DOMKTY]

1. output pagenurnber Enter input pagenumber id(z]

to use Far autput pagenuniber

2. output pagenumber Examples:
3. output b %1 [Input pagero 1]
SRS min(1.%2) (Lowest of 1.2
min[%0%6. %7 58] [Lowest of four)

|
e U B o min2(] %2 %3 %4]  [Second lowest

maxZ1,%2] [Highest of bwa)

5. output pagenumber max2(%] %2.%3.%4) [Second highest)

E. output pagenunber

7. output pagenumber

8. output pagenurnber

R AR
=R == R W= RS R - AR S
L)
]
2
]
=
T
S
.,
=]
=

FPage zero-extengion - |
Pagenumber type |PageName ‘V| [ControlCenter only]
€, Help Q;f oK | ¥ Cancel ‘

For direct mapping enter %1 for using the first page number from the input file, %2
for the second etc.

In case the press system requires only e.g. the lowest page number an expression
can be entered for the particular output page number. Valid expressions are:

Syntax Description Example Result
min(list of numbers) The lowest page number | min(%1,%2) 1
where %1=16,%2=1
max(list of numbers) The highest page number | max(%1,%2) 15
where %2=15, %2=2
min2(list of numbers) The second lowest min2(%1,%2,%5,%6) 4
number where %1=8, %2=5,
%3=1, %4=4
max2(list of numbers) The second highest max2(%1,%2,%5,%6) 5
number where %1=8, %2=5,
%3=1, %4=4
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Ink configurations

%% Ink format configurations
Set oubput name
Farmnat Zone configuration CIP3 settings Output destination
Dutput name Dutput Mame Translations Dutput linearization
Lizt of output name translations
Type [hput name Output name
Calor Cyan [
Calor td agenta b
Calor ellow N
Calor Black k.
Publication bd etio ME
<5 | 5
4;] ....... s ‘ = |
Type Input name Dutput narne [alias)
| | = |
W, Help Qé’ oK | ¥ Cancsl |

In case of panorama split (see 4.2.2) a second output name is required. Typically
the two output names will differ by page numbers used. The page numbers used in
the file name are usually also set in the two template header files (see 4.2.1).

4.1.6 Output name translation page

Often the identifiers used in file name do not correspond to the names accepted by
the press system. A translation of publication, issue, edition, section and color
names can be made prior to final output.
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Use the New button to add a name translation and select the name type. Enter input
name and enter the translated name. Apply the changes.

4.1.7 Output Linearization page

Most modern press system will map incoming ink zone values to real values by
applying a cylinder-specific mapping. In case a simple manipulation is required the
linearization option can be enabled.

The linearization method a simple color-by-color lookup tables applied to pixels. The
filter consists to a curve per color which can be manipulated by dragging the anchor
points with the mouse.

Ink configurations

S Ink format configurations

%% Set output linearization
Farmat Zone configuration Output destination
Output name Output Mame Translations Dutput lingarization

[“IEnable output linearization

Calor

il Black v Feset to linear
b ax ink %

100 &

Input  Output 1007

0%

e
o
ol
w o || L e B e B A
[SE R ] = [l e I )

4r A AF AF Ar AF A AF A4 4>

0% 100%

€, Help Qa’f’ Ok | ¥ Cancel |

The linearization dialog allows simple mapping for each color.
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4.2 Input queue configuration

Input folders needs to be defined and the action required for each file must be
determined.

Use the menu File->Configure input queues to get to the input queue manager.
Here the list of already defined queues is maintained

Define Input Queues

Input queues
L‘J Select input folder and associated ink calculation configuration
Mame Folder Tamirg mask.
Broadshest CinkinputBroadsheset YaP-%a 1-¥a O], Yt
< >
1 New., | &l Copy.. %) Edit.. | | Delete |
€, Help Qf Close

The definition of input queues are divided in three steps (tab-bars): Input source,
Input naming and Filename pre-processing.

4.2.1 Input source page

The basic settings include the Queue name, Input Folder and Color name location in
filename.

Queue name Enter a unique name for the queue (mandatory)

File source  The file source may be a shared network folder on a RIP or an FTP
server directory (e.g. for UNIX RIP access). Select Shared network
folder or Remote FTP Server and enter folder name.

Search mask An overall search mask can be defined as the first file sorting
criteria. Specifying e.g. *tif will only analyze files with extension .tif.
This may be required for certain RIPs which build up the ripped files
with temporary extensions.
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Stable time  Certain RIPs (e.g. polled via a FTP folders or UNIX Samba share)
build up the ripped files by opening and closing the file many times.
To ensure that a file is fully written, InkCenter may want to observe
the file size and file modification time and only poll a given file if
these attributes are stable for a period of time. The required stable
time largely depend on the source system. Value between 1-10
seconds are usually recommended.

Ink configuration Any files entering the input folder will be analyzed using this ink
configuration (set up as described in section 4.2).

Make copy of incoming file allows the incoming tiff file to be archived or copied to

r b

Input queues

Input queues
B-"J Select input folder and assodated ink calculation configuration

Input source | Input naming | Filename preprocessing

MName

Queue name  Standard broadsheet

File source

@) Shared network folder {or local folder) 7 Remote FTP Server

Input folder CinkinputBroadsheet J
[7] Use cument user for network: {re)connection

User name Password

FTP sanver FTP uzer name

FTP directory FTP password

FTP port 21 Test FTF login
Polling

Search mask =~ Stable time E_ = | sec Follinterval 1 5 sec

Associated configurations

Ink configuration for falder [Prirrta - MNew.. |

Copy incoming file
[7] Make copy of incoming file

Copy folder J

W Help f.f’ oK | % cancel |

INFRALOGIC APS 39



CONTROLCENTER INKCENTER USER MANUAL

an additional input folder. This comes handy if two different ink files must be
generated from the same input (e.g. in case of parallel press runs).

4.2.2 Input naming page

Expected input file name is entered here. The isolation and extraction of parameters
like publication name, edition name, color and page numbers can be defined here.

The identifiers picked up in the file name will be used when generating the final
output name(s). Construct the expected file name mask using the listed %-
identifiers. In case a publication date is part of the file name, enter the date format
used using DD, MM, YY letters.

Input queues

LY
o Input queues
L‘J Define optional name translation

Input source | INput naming | Filerame pre-processing |

Mame recognition

[] Use plug-in for name recognition {requires %! in filename)

Flugn to use e

Input filename convension  %P-%D-%E-%5-%1-%2-%0]

CIP3name recognition [ Use /CIP3AdmobName |

Use identifier from list %J: jobname %1: 1. pagenumber
%C: colomame %2 2. pagenumber
%P publication %3 3. pagenumber
%l issue %4: 4 pagenumber
%E: edtion %5 5. pagenumber
%5 section %6: 6. pagenumber
%D: pubdate %7 7. pagenumber
%F: formID %8 8. pagenumber
%0 formlD2 %! Unigue plate-1D
T title %" Presssection number
%G: sheet number %A Press
%H: sheetside %X dont care

Date format {eqg. DDMMYY)  DDMM
Separator characten(s)

I.:flumn'rg,r page Names dummy X
(separate by comma)
[] Bxdract sectionname from page {Ex. B17 -» Section B pagenumber 17)

Default section name (Leave blank i not used)

@ Hep s;f oK | ¥ cancel |
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Note that for CIP3 input, the file recognition may be picked up from within the file
instead of the actual file name. Choose CIP3 naming source as filename,
/CIP3AdmJobName tag or /CIP3AdmSheetName tag.

For half web panorama plate files there must be an indication of which half holds
page data and which is blank. The blank half is usually identified using dummy page
numbers or names. Enter the list of page ‘numbers’ (separated by comma) which
are to be treated as dummy pages.

Example: News-6-100-C.tif and News-101-5-C.tif are half web plates using page
numbers 100 and 101 as dummy numbers.

Oftentimes the incoming file is generated by ControlCenter or EskoNet. To ease the
naming recognition, a ‘renamer-plugin’ can be used to extract full information about
a file from the workflow database. The plug-in requires to unique plate-ID to be part
of the filename (%!).

To make use of the plug-in, Click the Config button and set the database login
parameters for the connection to the workflow system.

4.2.3 Filename pre-processing

There are circumstances where the standard file name definitions are not adequate
for file name recognition. Not all input file names are fitting the standard naming
conventions InkCenter can tolerate directly. Regular expressions or an external
script may be required to rename the incoming file to a form which fits the standard
file mask definitions.

Regular expressions

A number of regqular expressions and formats can be applied on the incoming file
names to rename these to fit the scheme. The regular expressions use a standard
Perl syntax to define matching expressions and format expressions.

A number of expressions may be defined which will be evaluated in a ranked order
until a match is defined. When a hit is found the associated format expression is
applied to form the final file name (handed to the standard name parser defined in
the Input source dialog)

See appendix A for an overview of regular expressions.

External script

For very irregular filenames with many special cases and defaults it may be needed
to run an external renaming program (eg. A Perl script, VB script or exe-file). If
script-renaming is enabled, each file in the input folder is passed to the script
together with a foldername to be used for the renamed file. After the script has
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Input queues

I Input queues
['_‘J Define optional name translation

| Input source | Input naming | Filename pre-processing |

Setup list of regular expressions
Pre-process file name (regular expressions)

Match expression Format expression ..J
(I Na-zA-Z1+)L 07 £1-82-83 a
4 mn 3
1 New.. fu]  Edit. T Delete
Regular expression testbed

Test input filename

Test match Test format
Result

Run extemnal file renamer
[ Pre-process file with extemal script
Path to script

Script is called with full file name as first parameter and final target folder
as second parameter. The script must put the renamed file in the folder
dictated by the second argument .

Example: scriptname ¢ \input'odYZ 1 ci\renamed

€, Hep Qf oK ‘ ¥ cancel |

- = =

Pre-processing of file names using both regular expression and/or an
external script. The script will rename the file and move it to a pick-up
folder known by the system.

executed, InkCenter picks up the renamed file in the dedicated folder and parses the
file according the defined naming convention. See appendix B for scripting
examples.

4.3 Soft-proof generation configuration (Enterprise version only)
Soft-proofs are color combined preview files representing one side of the press
sheet. Soft-proofs may be generated in various qualities and color characteristics
depending on needs.

To allow soft-proofs first enable the generation in the Ink setup (see section 4.1.4).
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The section describes the configuration of the soft-proof generation. The actual
PlateViewer is described in section 4.4

In the main File menu select Config Softproof Generation.

4.3.1 Soft-proof folders

All generated soft-proofs are stored centrally in a folder structure with separate
folders for preview files (typ. 72-100 dpi jpegs), thumbnail files and ink bar charts.

Select destination folders making sure the folders are shared to the network so that

-
& Softproof generation
e

= Set softproof generation properties

Softproof generation |Image sharpening | ICC Configuration | Oukput linearization

oukpuk
Preview Folder (JPEG)

| CACCdatavCCinkflatpreviews | )

Write colors separately also

aenerate thumbnail

Thumbnail Falder {IPEG)

| Y CCdatal CCinkFlatthumbnails | J

Copy ink 2one preview Files
Ink-zone destination Folder

| CACCdatalhCCinkzonepreviews | )

Color count detection

Color detection rule |Database lookip R

Resampling
D Inwert incoming TIFF Mirrar incorning TIFF

Raotake incoming |ND rakakion " | [IRotate back 180 degrees
Oukput resolution Thumbnail resalution
Method Bicubic fiter |

[ 5epcial method for black separation
Method For black

IPEG quality oo 2 (®REEIPES (O CMYK IPEG
Show cyan separation as black Show yellow separation as black
[ 5how magenta separation as black Show spot separation as black,

‘ * Cancel ‘

@, Help 14

Soft-proof configuration. Set output destination and quality of
softproof files (JPEGS)
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PlateViewer clients can access the files.

Optionally each color separation can be viewed also. Enable option Write colors
separately also.

Images may be rotated using Rotate Incoming setting so they can be viewed in the
natural orientation in PlateViewer. Note that if InkCenter is used together with
ControlCenter the orientation is detected automatically. Here InkCenter will auto-
rotate each sheet side according to layout template settings (meaning e.g. rotate
back only if required).

Be aware that a high Output resolution will require more network bandwidth for the
PlateViewer clients. Remember that file size grows with the square of the resolution
change.

Different Re-sampling methods exists allowing different trade-offs between re-
sampling speed and quality. Bi-cubic combined with image sharpening (see below)
is recommended for most configurations.

Each available separation may be viewed in its original color (e.g. cyan) or as black.
At the very bottom of the soft-proof generation configuration dialog, each color can
be configured to be shown as original process color or black.
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4.3.2 Soft-proof image shapening

Bicubic, bilinear, Blackman and Hamming filters provides a smoothing effect on
images in order to kill moiré. Potentially this will affect the text sharpness also.
Applying a sharpness filter will compensate this. The filter is examining each pixel

Preview configurations

—
& Softproof generation
. Enahle and configure Sx5 sharpness filker

Softproof generation | Image sharpening |ICC Zonfiguration || Sutput inearization

iveighted filker applied after resampling.
Recommended For bicubic and hamman filtereing

Filter weight makrix {Sx5)

o | (o | [ame | oo | [ows |
o | [z | [0 | [awsz | [wss |
o | [t | [som | (ot | (o |
oo | [z | [osm | [awsz | [wsn |
o | [aois | [ome | [amss | [ |

Cptions

Apply ko black separation only {text)

¥, Help e{’ oK | ¥ Cancel |

Sharpness-filter setup. The filter may be applied to the black
separation only (text separation). Make sure all coefficients in the
matrix adds up to 1.00 or else the color densities will change
dramatically

and creating a new pixel based on the original value and weighted result of the 24
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neighbouring pixels. To keep the color densities, make sure the 5x5 coefficients
adds up to 1.00.

4.3.3 ICC Configuration

InkCenter can apply profiles to the re-sampled plate images. There are several
transformation methods between color spaces which can be applied.
Transformation mode depends on which profiles are attached.

-
& Softproof generation
A

. Set color profile settings For softproof genaration

Softproof generation | Image sharpening | ICC Configuration | Sutput linearization

Enable Color Management
Basic colar management setkings

Default Input profile (leave blank iF using device-link profiles below)

| C:\Program Files\InfralogiciInkCenter\profilesiBestRefs icc | J i Info., |

Monitor profile
| C\Program Files\Infralogic InkCenteriprofiles\SRGESPAC, ICM |J & Info..

Printer profile

| Ci\Program Files\InfralogiciInkCenteriprofilesixRyDPCSS, ICM | ) 4 Info., |

Rendering intent

| Perceptual ~ |

[¥]Proofing: See colors on monitor/prinker as they appear on press:

Emulated device profile
| C:\Program Files\InfralogiciInkCenter\profilesiZeitung_QUIZ_03.01% | i & Infa.,

Rendering intent (for showing proofed colars)

|Abso|ute colarimetric w | (Absolute colorimetric is defaulk For proofing)

[ showw out-af-gamut alarm {as pink warning calor

W, Help ﬁ?’ Ok | ¥ Cancel |

ICC profile setup. The input profile is usually a standard neutral
filter because the input is pre-ripped CMYK separations. The

printer profile is not used for soft-proofing.

For InkCenter soft-proofing, we want to recover the separated CMYK image to RGB
(e.g. sRGB). For hard-proofing we want to re-map from already separated image to
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proofing device. For advanced press-emulated proofs we must set a third profile
characterizing the press.

Input-output-transformation
Input and output device profiles will be used. For standard InkCenter
installations, where input comes from Rips or ControlCenter ExposeCenter, the
input profile will be the one used by the RIP (plate/press profile). If only dot gain
compensation is used in the RIP, we must attach a linearization curve for each
color (below) to 'reverse' this process and use Device-link transformation
instead.

Device-link transformation

Rather than having two single device profiles, this mode assumes the presents
of only one (output) profile, describing the whole transformation. Use this if no
output profile is done in the Rip. Leave the input profile field blank to enable
device-link profile processing

Input-output-proof transformation
Three profiles will be used - input, output and a profile emulation the color of
another device (usually the press). This will only work if a proper gamut tag is
present in proofing profile.

The standard rendering intents used by the transformation are handled by
InputCenter:

Perceptual (Default)
Mainly intended for images only. Hue hopefully maintained (but not required),
lightness and saturation sacrificed to maintain the perceived color. White point
changes to result in neutral grays.

Relative colorimetric
Within and outside gamut; same as absolute colorimetric (see below). White
point changed to result in neutral grays. If adequate table is present in profile,
then it is used. Else reverts to perceptual intent.

Saturation
Mainly intended for graphics. Hue and saturation maintained with lightness
sacrificed to maintain saturation. White point changed to result in neutral grays. If
adequate table is present in profile, then it is used. Else reverts to perceptual
intent.

Absolute colorimetric
Within the destination device gamut; hue, lightness and saturation are
maintained. Outside the gamut; hue and lightness are maintained, saturation is
sacrificed. White point for source and destination; unchanged. Intended for spot
colors (Pantone, TruMatch, logo colors, ...)
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4.3.4 Output Linearization

The linearization filter is simple color-by-color lookup tables applied to pixels prior to
color merging (and ICC processing). The filter consists to a curve per color which
can be manipulated by dragging the anchor points with the mouse. Certain pre-
defined curve shapes exist: Linear, cubic and logarithmic (press these buttons to

reset to any of these curves.

The linearization can be used as a ‘poor-mans’ color processing tool where ICC

profiles are not available.

Preview configurations

& Softproof generation
.?T_ . et color linearization curves for softproof
Softproof generation | Image sharpening | 1CC Configuration | OutpuE linearization
[CIEnable output linearizationd

Color

0 | |

Max ink. % Log weight

Input  Cukput 100%

0% [0 ]

10% [8 |

20% |15 |

0% [24 ]

40 I:l

s0% [40 ]

6% |45 |

0% |56 |

s |64 |

oo | o |

100% [0 |

0% 100%%

€ Help Av’/’ oK | ¥ Cancel |

The linearization dialog allows simple mapping for each color.
This can be used with or without ICC processing to correct the
output on a per-color basis.
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44 Configuration of PlateViewer
To be written..

45 Logfiles

InkCenter communicates with the outside world be maintaining xml-based log files
of its activities. Log files may be (re-)loaded and purges from the Log menu.
The formal syntax (DTD) of the log file may be found in the document InktCenter log

specification

49
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Appendix A - Regular expression

The InkCenter naming recognition may use regular expressions for pre-processing
of the file names. To utilize the full potential of the very powerful regular expression
methodology takes some practice. Recommended reading is Mastering Regular
Expressions (O’'Reilly).

Make sure to understand the meaning of the terms match expression and format
expression. Match expressions holds the actual pattern for name recognition.
Format expressions are the definitions used for the generation of the renamed file
names.

The first part of this appendix sums up the formal syntax of regular expressions. In
the last part of the section a number of relevant examples are shown. These
examples may serve as relevant starting points for building your own expressions.

A.1 Regular expression syntax
Literals

A” Characters are Iiterals eXCept: ". "’ "|"’ "*"’ "?"’ "+"’ "(II’ 19"’ "{"’ I?"’ "[’", I7"’ "A"’ "$Hand
mmn
"

These characters are literals when preceded by a "\". A literal is a character that
matches itself

Wildcard

The dot character "." matches any single character

Repeats

A repeat is an expression that is repeated an arbitrary number of times. An
expression followed by "*" can be repeated any number of times including zero. An
expression followed by "+" can be repeated any number of times, but at least once.
An expression followed by "?" may be repeated zero or one times only. When it is
necessary to specify the minimum and maximum number of repeats explicitly, the
bounds operator "{}" may be used, thus "a{2}" is the letter "a" repeated exactly twice,
"a{2,4}" represents the letter "a" repeated between 2 and 4 times, and "a{2,}"
represents the letter "a" repeated at least twice with no upper limit. Note that there
must be no white-space inside the {}, and there is no upper limit on the values of the
lower and upper bounds.

All repeat expressions refer to the shortest possible previous subexpression: a
single character; a character set, or a sub-expression grouped with "()" for example.

Examples:
"ba*" will match all of "b", "ba", "baaa" etc.
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"ba+" will match "ba" or "baaaa" for example but not "b".
"ba?" will match "b" or "ba".
"ba{2,4}" will match "baa", "baaa" and "baaaa".

Non-greedy repeats

Whenever the "extended" regular expression syntax is in use (the default) then non-
greedy repeats are possible by appending a '?' after the repeat; a non-greedy repeat
is one which will match the shortest possible string. For example to match html tag
pairs one could use something like:

"<\s*tagname[*>]">(.*?)<\s*/tagname\s*>"

In this case $1 will contain the text between the tag pairs, and will be the shortest
possible matching string.

Parenthesis

Parentheses serve two purposes, to group items together into a sub-expression,
and to mark what generated the match. For example the expression "(ab)*" would
match all of the string "ababab".. In the example the matching engine would contain
a pair of iterators denoting the final "ab" of the matching string. It is permissible for
sub-expressions to match null strings. If a sub-expression takes no part in a match -
for example if it is part of an alternative that is not taken - then both of the iterators
that are returned for that sub-expression point to the end of the input string, and the
matched parameter for that sub-expression is false. Sub-expressions are indexed
from left to right starting from 1, sub-expression 0 is the whole expression.

Non-Marking Parenthesis

Sometimes you need to group sub-expressions with parenthesis, but don't want the
parenthesis to spit out another marked sub-expression, in this case a non-marking
parenthesis (?:expression) can be used. For example the following expression
creates no sub-expressions:

“(?:abc)*™

Forward Lookahead Asserts

There are two forms of these; one for positive forward lookahead asserts, and one
for negative lookahead asserts:

"(?=abc)" matches zero characters only if they are followed by the expression "abc".
"(?1abc)" matches zero characters only if they are not followed by the expression
"abc".

Alternatives

Alternatives occur when the expression can match either one sub-expression or
another, each alternative is separated by a "|". Each alternative is the largest
possible previous subexpression; this is the opposite behaviour from repetition
operators.
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Examples:
"a(b|c)" could match "ab" or "ac".
"abc|def" could match "abc" or "def".

Sets

A set is a set of characters that can match any single character that is a member of
the set. Sets are delimited by "[" and "]" and can contain literals, character ranges,
character classes, collating elements and equivalence classes. Set declarations that
start with "" contain the compliment of the elements that follow.

Examples:

Character literals:

"[abc]" will match either of "a", "b", or "c".

"[*abc] will match any character other than "a", "b", or "c".

Character ranges

"[@-z]" will match any character in the range "a" to "z".
"[*A-Z]" will match any character other than those in the range "A" to "Z".

Note that character ranges are highly locale dependent: they match any character
that collates between the endpoints of the range, ranges will only behave according
to ASCII rules when the default "C" locale is in effect. For the US localization
model, then [a-z] will match the ASCII characters a-z, and also 'A', 'B' etc, but not 'Z'
which collates just after 'Z'.

"[[:space:]]" is the set of all whitespace characters.

The available character classes are:

\w in place of [:word:]

\s in place of [:space:]

\d in place of [:digit:]

\l in place of [:lower:]

\u in place of [:upper:]

alnum Any alpha numeric character.

alpha Any alphabetical character a-z and A-Z.

Other characters may also be included depending upon the locale.blank Any blank
character, either a space or a tab.

cntrl Any control character.

digit Any digit 0-9.

graph Any graphical character.
lower Any lower case character a-z.
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print Any printable character.

punct Any punctuation character.

space Any whitespace character.

upper Any upper case character A-Z.

xdigit Any hexadecimal digit character, 0-9, a-f and A-F.

word Any word character - all alphanumeric characters plus the
underscore.

unicode Any character whose code is greater than 255

Collating elements take the general form [.tagname.] inside a set declaration, where
tagname is either a single character, or a name of a collating element, for example
[[.a.]] is equivalent to [a], and [[.comma.]] is equivalent to [,]. Multi-character collating
elements can result in the set matching more than one character, for example [[.ae.]]
would match two characters, but note that [*[.ae.]] would only match one character.
Equivalence classes take the general form [=tagname=] inside a set declaration,
where tagname is either a single character, or a name of a collating element, and
matches any character that is a member of the same primary equivalence class as
the collating element [.tagname.]. An equivalence class is a set of characters that
collate the same, a primary equivalence class is a set of characters whose primary
sort key are all the same (for example strings are typically collated by character,
then by accent, and then by case; the primary sort key then relates to the character,
the secondary to the accentation, and the tertiary to the case). If there is no
equivalence class corresponding to tagname, then [=tagname=] is exactly the same
as [.tagname.].

To include a literal "-" in a set declaration then: make it the first character after the
opening "[" or "["", the endpoint of a range, a collating element.

Line anchors

An anchor is something that matches the null string at the start or end of a line: "A"
matches the null string at the start of a line, "$" matches the null string at the end of
aline.

Back references

A back reference is a reference to a previous sub-expression that has already been
matched, the reference is to what the sub-expression matched, not to the
expression itself. A back reference consists of the escape character "\" followed by a
digit "1" to "9", "\1" refers to the first subexpression, "\2" to the second etc. For
example the expression "(.*)\1" matches any string that is repeated about its mid-
point for example "abcabc" or "xyzxyz". A back reference to a sub-expression that
did not participate in any match, matches the null string: NB this is different to some
other regular expression matchers. Back references are only available if the
expression is compiled with the flag regbase::bk_refs set.

Characters by code
This is an extension to the algorithm that is not available in other libraries, it consists
of the escape character followed by the digit "0" followed by the octal character code.
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For example "\023" represents the character whose octal code is 23. Where
ambiguity could occur use parentheses to break the expression up: "\0103"
represents the character whose code is 103, "(\010)3 represents the character 10
followed by "3". To match characters by their hexadecimal code, use \x followed by

a string of hexadecimal digits, optionally enclosed inside {}, for example \xfO or \x{aff},
notice the latter example is a Unicode character.

A.2 File name renaming examples using regular expressions

Typically the regular expressions are used to split up a filename into a well defined
separated filename. In the following simple examples the match/format expression
pair is used to streamline incoming file names. Note the brackets around partial
match expressions. These are used to form the output name using the format
expression. The first bracket set is mapped to format id $1 etc.

Match Format Incoming filenames | Renamed filenames

expression expression

[a-zA-Z]*([0-9]+).* | myname-$1 AbCO1xyz.tif myname-01
Cdcdcdc02 myname-02

J([0-914).).F myothername-$1 | abcXyZ123.ext myothername-123
XXyy_zz124 myothername-124

([0-9]+).” anothername-$1 | 56xYzsD.x.y.z anothername-56
57edfr123 anothername-57

([0-9]+)[-_1([O- myname-$1-$2-1 | 12 98dsdf a b ¢ myname-12-98-1

9]+).” 12-99xyz myname-12-99-1

(") 1([a-zA- $1-$2-$3 x_y z 01_black_1.tif | x_y z 01-black-01.tif

Z+)1(5)
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Appendix B - External scripts

Under special circumstances it is necessary to use an external application for file
renaming so that the file can be parsed according to the options given by InkCenter
(the file mask).

Even if the external program is referred to as a script it may also be a dedicated
console program (exe-file) with argument inputs.

B.1 Script calling convention

The script is called using a blocking win32 CreateProcess() command. The
command takes the following form:

Scriptfile PathTolnputFile PathToTempFolder

where

ScriptFile is the full file name path to the script,

PathTolnputFile is the full file name path to the input file to rename

PathToTempFolder is a path to a (temporary) destination folder for the renamed
file

The script is expected to move the renamed file from the input folder to the temp
folder (PathToTempfFolder) where InkCenter will pick up the renamed file.

Important note: Because InkCenter blocks the polling when the scripts executes
make sure to script is not blocking too long. As a safety valve InkCenter has a
timeout counter which is defined in InkCenter.ini file in seconds.

[System]

ScriptTimeout=60
ShowScript=0

You may want to set the ShowScript=1 for diagnostics purposes. This will show the
command prompt window while executing the script.

B.2 Script example
Input file: c:\input\SomeName ThatStinks01-K.tof

InkCenter configuration:  File mask: %;j-%oc.tif
Script file: c:\utils\renamer.bat

Resulting command: “c:\utils\renamer.bat” “c:\input\SomeName ThatStinks01.tof”
‘c:\temp”

INFRALOGIC APS 55



CONTROLCENTER INKCENTER USER MANUAL

Batch file echo Running external renamer batch using Perl script
perl renamer.pl %1 %2

Batch file parameter transfer

If you are using batch files as scripts to parameters are passed as %1 and %2 as
normal. Note that the parameters can be modified by the batch file processor, e.g.
for extracting path from filename:

Modifier Description
%~1 Expands %1 and removes any surrounding quotation marks ("").
%~f1 Expands %1 to a fully qualified path name.
%~d1 Expands %1 to a drive letter.

%~p1 Expands %1 to a path.

%~n1 Expands %1 to a file name.

%~x1 Expands %1 to a file extension.

%~s1 Expanded path contains short names only.
%~a1 Expands %1 to file attributes.

%~t1 Expands %1 to date and time of file.

%~2z1 Expands %1 to size of file.

Searches the directories listed in the PATH environment variable
and expands %1 to the fully qualified name of the first one found.
If the environment variable name is not defined or the file is not
found, this modifier expands to the empty string.

%~$PATH:1

The following table lists possible combinations of modifiers and qualifiers that
you can use to get compound results.

Modifier Description
%~dp1 Expands %1 to a drive letter and path.
%~nx1 Expands %1 to a file name and extension.

Searches the directories listed in the PATH environment
%~dp$PATH:1 variable for %1 and expands to the drive letter and path of the
first one found.

%~ftza1 Expands %1 to a dir-like output line.

B.3 Scripting languages
Using Perl

Perl is an excellent language the modifying filenames because of its regular
expression capabilities. The description on how to use Perl for renaming files is
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beyond the scope of this manual. It is recommended to obtain the latest Perl
distribution from www.ActivePerl.com.

Using Windows Scripting Host with VBScripts

Like Perl, Visual Basic Scripting has regular expression support using the RegExp
object. Make sure the scripting engine is version 5.6 or later (download from
www.microsoft.com).

You invoke scripts from batch files using the cscript /nologo <filename> command.

See msdn.microsoft.com/scripting
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ICC, 41, 43
InputCenter, 42

Linearization, 43
RIP, 42
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